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Soraa Arc Pendant Installation Instructions - 120VAC

 

Figure 2

Figure 5

Ground
Dimming

Figure 7

• Read all instructions before 
installing.

• Ensure that power is off on the 
main panel before starting instal-
lation or performing any mainte-
nance. 

• Do not install this lighting sys-
tem in a wet location.

• Do not install any fixture closer 
than 6 inches from any curtain or 
combustible material.
 
• Make sure all screws are prop-
erly tightened. 

_____________________________

Surface Mounting  

Step 1. Using supplied Allen 
wrench tool, loosen three retaining 
screws holding mounting plate to 
canopy and lift mounting plate out 
of canopy assembly.

Step 2. Measure intended length of 
wires and trim off excess, leaving a 
minimum of 3" (Fig. 2) to accommo-
date final adjustment, which is done 
in Step 8. 

Step 3. Check polarity of each pow-
er wire as indicated on luminaire  
(Fig. 3). 

Step 4. Thread cables from lumi-
naire through canopy as shown. 
Connect red output wire from driver 
to positive cable and blue output 
wire from driver to negative cable 
(Fig. 4).

Step 5. Pull line, neutral, and 
ground wires, and dimming wires (if 
required) through mounting plate 
and fasten mounting plate to ceiling 
(Fig. 5). 

Step 6. Connect line and neutral 
wires from J-box to black and white 
wires from driver. Connect ground 
from driver to ground wire from 
J-box. Connect dimming wires (if 
required) (Fig. 6). Driver accepts 
120VAC input.

Step 7. Install canopy over mount-
ing bracket and secure by tighten-
ing retaining screws (Fig. 7).

Step 8. Make final adjustments to 
length of power cables by pushing 
adjustable grippers up to allow free 
movement of cables (Fig. 8).
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YOU WILL NEED: Included in Box:

1. Canopy with 
driver

2. Power Wires

3. Luminaire

4. Allen Wrench 
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